HINGES

Door Hinge (Raised Blade)
Zinc Plated or Stainless Steel

No. HNVN7314/ZP
wgt. 0.88kg
Zinc plated mild steel
c/w 304G Stainless steel pin

No. HNVN7314/SS
wgt. 0.88kg
304G Polished stainless steel
c/w 304G Stainless steel pin

Door Hinge (Raised Blade)
Zinc Plated or Stainless Steel

No. HNVN7516/ZP
wgt. 0.16kg
Zinc plated mild steel
c/w 304G Stainless steel pin

No. HNVN7516/SS
wgt. 0.16kg
304G Polished stainless steel
c/w 304G Stainless steel pin

Door Hinge (Flat Blade)
Zinc Plated or Stainless Steel

No. HNVN7920/ZP
wgt. 0.42kg
Zinc plated mild steel
c/w 304G Stainless steel pin

No. HNVN7920/SS
wgt. 0.42kg
304G Polished stainless steel
c/w 304G Stainless steel pin

Door Hinge (Flat Blade)
Zinc Plated or Stainless Steel

No. HNVN7718/ZP
wgt. 0.14kg
Zinc plated mild steel
c/w 304G Stainless steel pin

No. HNVN7718/SS
wgt. 0.14kg
304G Polished stainless steel
c/w 304G Stainless steel pin

Welwyn Garden City   Tel: +44 (0)1707 371161   Fax: +44 (0)1707 372603
Coseley: Tel: +44 (0)121 520 0100   Fax: +44 (0)121 522 3889
website: www.cbf.uk.com & www.flush-tech.com     e-mail: sales@cbf.uk.com
Hinges

Door Hinge ( Raised Blade )
Zinc Plated or Stainless Steel

No. HNVN7930/ZP
wgt. 0.42kg
Zinc plated mild steel
c/w 304G Stainless steel pin

No. HNVN7930/SS
wgt. 0.42kg
304G Polished stainless steel
c/w 304G Stainless steel pin

Door Hinge ( Raised Blade )
Zinc Plated or Stainless Steel

No. HNVN7110/ZP
wgt. 0.20kg
Zinc plated mild steel
c/w 304G Stainless steel pin

No. HNVN7110/SS
wgt. 0.20kg
304G Polished stainless steel
c/w 304G Stainless steel pin

Door Hinge ( Flat Blade )
Zinc Plated or Stainless Steel

No. HNVN7090/ZP
wgt. 0.25kg
Zinc plated mild steel
c/w 304G Stainless steel pin

No. HNVN7090/SS
wgt. 0.25kg
304G Polished stainless steel
c/w 304G Stainless steel pin

Door Hinge (18mm offset Flat Blade)
Stainless Steel

No. HNVN7920/18SS
wgt. 0.48kg
18mm offset bracket
304G Polished stainless steel
c/w 304G Stainless steel pin
**HINGES**

**Long Reach Door Hinge (Raised Blade)**
Stainless steel

No. HNVN7417/SS
wgt. 0.70kg
Stainless steel 304G
c/w 304G stainless steel pin

**IMPORTANT**
Zinc plating is only classed as a ‘sacrificial’ coating (gives itself up to the corrosive media).
A protective barrier (i.e. paint) is recommended to protect against moisture.

*CBF cannot be held responsible for the effects of corrosion on zinc plated parts*

**Lockers/Luggage Compartment Hinge**
Zinc Plated

No. HNVNMO072/LH Left Hand
wgt. 0.88kg

No. HNVNMO072/RH Right Hand
wgt. 0.88kg

(Illustrated)

To be used in conjunction with suitable Gas Struts
Hinges & components for the 63mm range can be purchased in either complete sets or separate parts to allow many different configurations.

### 63mm Range

#### Hinge Sets complete

- **No. HNVN63300/HBGV**
  - Galvanized
  - wgt. 1.23kg/set
  - 1 x 63300/HBGV - Hinge Blade
  - 1 x 63300/BBGV - Bracket
  - 1 x 63300/NBSS - Stainless Nut & bolt
  - Durable bright galvanized finish
  - Stainless steel nut & bolt

#### Gasket Sets

- **1mm Natural Rubber**
  - **No. HNVN64295/GAS10**
  - 10 per set
  - wgt. 0.15kg/set
  - Suits all 64295 & 63300 Hinges
  - Provides a barrier between Hinge base and door panel
  - Anti-corrosion advantages

### Hinge Blade only

- **No. HNVN63300/HBGV**
  - Galvanized
  - wgt. 0.80kg

- For gaskets see above

### Bolt On Pressed Bracket

- **No. HNVN63300/BBGV**
  - Galvanized
  - wgt. 0.34kg

- 2 x 10.2 holes

### Bolt & Nut, Stainless Steel

- **No. HNVN63300/NBSS**
  - wgt. 0.11kg

- nylon ring

### Pin & Circlip

- **No. HNVN64295/PCSS** - Stainless Steel
  - wgt. 0.10kg

- **No. HNVN64295/PCZP** - Zinc Plated
  - wgt. 0.10kg

---

**Commercial Body Fittings 7th Edition**

Welwyn Garden City   Tel: +44 (0)1707 371161   Fax: +44 (0)1707 372603
Coseley: Tel: +44 (0)121 520 0100   Fax: +44(0) 121 522 3889
website: www.cbf.uk.com & www.flush-tech.com     e-mail: sales@cbf.uk.com
64MM RANGE
Zinc Plated

Hinges & components for the 64mm range can be purchased in either complete sets or separate parts to allow many different configurations.

**IMPORTANT:** Zinc plating is only classed as a 'sacrificial' coating (gives itself up to the corrosive media). A protective barrier (i.e. paint) is recommended to protect against moisture.

CBF cannot be held responsible for the effects of corrosion on zinc plated parts.

---

### Hinge Sets complete
**Zinc Plated**

- **No. HNVN64295/HSZP** c/w Zinc plated nut & bolt comprising:
  - wgt. 1.23kg/set
  - 1 x 64295/HBZP Hinge Blade
  - 1 x 64295/BBZP Bracket
  - 1 x 64295/NBZP Nut & bolt

- **No. HNVN64295/HSSZP** c/w Stainless steel nut & bolt comprising:
  - wgt. 1.23kg/set
  - 1 x 64295/HBZP Hinge Blade
  - 1 x 64295/BBZP Bracket
  - 1 x 64295/NBSS Stainless Nut & bolt

---

### Gasket Sets
**1mm Natural Rubber**

- **No. HNVN64295/GA510**
  - 10 per set
  - wgt. 0.15kg/set
  - Suits all 64295 & 63300 Hinges
  - Provides a barrier between Hinge base and door panel
  - Anti-corrosion advantages

---

### Hinge Blade only
**Zinc Plated**

- **No. HNVN64295/HBZP**
  - wgt. 0.78kg
  - Zinc plated/nylon bushed

- **No. HNVN64360/HBZP**
  - wgt. 1.10kg
  - Zinc plated/nylon bushed

- **No. HNVN64310/HBCZP**
  - Zinc Plated 'Cast' Steel
  - wgt. 1.70kg
  - Zinc plated/nylon bushed

---

Zinc Plated Hinges & components for the 64mm range can be purchased in either complete sets or separate parts to allow many different configurations.

**IMPORTANT:** Zinc plating is only classed as a 'sacrificial' coating (gives itself up to the corrosive media). A protective barrier (i.e. paint) is recommended to protect against moisture.

CBF cannot be held responsible for the effects of corrosion on zinc plated parts.
### Hinges & components for the 64mm range

Hinges & components for the 64mm range can be purchased in either complete sets or separate parts to allow many different configurations.

#### 64mm Range

<table>
<thead>
<tr>
<th>Part Description</th>
<th>Part No.</th>
<th>Weight (kg)</th>
<th>Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>Welded Bracket, bolt on Zinc Plated</td>
<td>HNVN64295/BBUZP</td>
<td>0.25</td>
<td>Ø12.2 x 25 x 16</td>
</tr>
<tr>
<td>Upright Posts</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Zinc Plated</td>
<td>HNVN64295/BBAZP</td>
<td>0.25</td>
<td>Ø12.2 x 25 x 16</td>
</tr>
<tr>
<td>Angled Posts</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Pressed Bracket, bolt on Zinc Plated</td>
<td>HNVN64295/BBZP</td>
<td>0.34</td>
<td>Ø12.2 x 31 x 38</td>
</tr>
<tr>
<td>Zinc Plated</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>U Bracket, bolt on or weld on Zinc Plated or Self Colour</td>
<td>HNVN64295/UBZP</td>
<td>0.16</td>
<td>Ø10.5 x 28 x 64.5</td>
</tr>
<tr>
<td>Zinc Plated</td>
<td>HNVN64295/UBSC</td>
<td>0.16</td>
<td>Ø12.2 x 6.5 x 52</td>
</tr>
<tr>
<td>Narrow Base U Bracket, weld on Self Colour</td>
<td>HNVN64295/UB15</td>
<td>0.14</td>
<td>Ø12.2 x 15 x 64.5</td>
</tr>
<tr>
<td>Bolt &amp; Nut, Zinc Plated</td>
<td>HNVN64295/NBZP</td>
<td>0.11</td>
<td>Ø12.2 x 70 x 89</td>
</tr>
<tr>
<td>Pin &amp; Circlip, Zinc Plated</td>
<td>HNVN64295/PCZP</td>
<td>0.09</td>
<td>Ø12.2 x 18.8</td>
</tr>
</tbody>
</table>
Hinges & components for the 64mm range can be purchased in either complete sets or separate parts to allow many different configurations.

### Hinge Sets complete
**Stainless Steel**

**No. HNVN64295/HSSS**
- complete Hinge Set comprising:
  - 1 x 64295/HBSS Hinge Blade
  - 1 x 64295/BBSS Bracket
  - 1 x 64295/NBSS Nut & bolt

**Gasket Sets**
**1mm Natural Rubber**

**No. HNVN64295/GAS10**
- 10 per set
- wgt. 0.15kg/set

- Suits all 64295 & 63300 Hinges
- Provides a barrier between Hinge base and door panel
- Anti-corrosion advantages

### Hinge Blade only
**Stainless Steel**

**No. HNVN64295/HBSS**
- wgt. 0.78kg
- 304G Stainless steel
- Nylon bushed

**No. HNVN64360/HBSS**
- wgt. 1.10kg
- 304G Stainless steel
- Nylon bushed

### Pressed Bracket, bolt on
**Stainless Steel**

**No. HNVN64295/BBSS**
- wgt. 0.27kg
- 304G Stainless steel
### 64mm Range

**Stainless Steel**

<table>
<thead>
<tr>
<th>Component</th>
<th>Part Number</th>
<th>Weight</th>
<th>Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>U Bracket, Bolt on/Weld on Stainless Steel</td>
<td>No. HNVN64295/UBSS</td>
<td>0.16kg</td>
<td>Ø10.5, 28, 64.5</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Component</th>
<th>Part Number</th>
<th>Weight</th>
<th>Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bolt &amp; Nut, 304G Stainless Steel</td>
<td>No. HNVN64295/NBSS</td>
<td>0.12kg</td>
<td>Ø12, 18.8</td>
</tr>
<tr>
<td>Pin &amp; Circlip, 304G Stainless Steel</td>
<td>No. HNVN64295/PCSS</td>
<td>0.10kg</td>
<td>Ø10.5, 28</td>
</tr>
</tbody>
</table>

### 74mm Range

**Zinc Plated**

<table>
<thead>
<tr>
<th>Component</th>
<th>Part Number</th>
<th>Weight</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Hinge Sets complete Zinc Plated</td>
<td>No. HNVN74310/HSZP</td>
<td>1.21kg/set</td>
<td>1 x 74310/HBZP Hinge Blade, 1 x 74310/BBZP Bracket, 1 x 74310/NBZP Bolt &amp; Nut</td>
</tr>
<tr>
<td>Gasket Sets 1mm Natural Rubber</td>
<td>No. HNVN74310/GAS10</td>
<td>0.15kg/set</td>
<td>Suits all 74310 Hinges, Provides a barrier between Hinge base and door panel, Anti-corrosion advantages</td>
</tr>
<tr>
<td>Replacement Bushes White plastic</td>
<td>No. HNVN74310/BUSH</td>
<td>Sold singly</td>
<td></td>
</tr>
</tbody>
</table>

**IMPORTANT** Zinc plating is only classed as a 'sacrificial' coating (gives itself up to the corrosive media). A protective barrier (i.e. paint) is recommended to protect against moisture. CBF cannot be held responsible for the effects of corrosion on zinc plated parts.
## 74mm Range

**Zinc Plated**

Hinges & components for the 74mm range can be purchased in either complete sets or separate parts to allow many different configurations.

### Hinge Blade only

- **Zinc Plated**
- **No. HNVN74310/HBZP**
- wgt. 0.87kg
- Zinc plated/nylon bushed

### Pressed Bracket, bolt on

- **Zinc Plated**
- **No. HNVN74310/BBZP**
- wgt. 0.23kg

### U Bracket, bolt on or weld on

- **Zinc Plated or Self Colour**
- **No. HNVN74310/UBZP**
- wgt. 0.17kg
- Zinc plated
- **No. HNVN74310/UBSC**
- wgt. 0.17kg
- Self colour

### Narrow Base U Bracket, weld on

- **Self Colour**
- **No. HNVN74310/UB15**
- wgt. 0.15kg
- 1.5mm Base Plate

### Bolt & Nut, Zinc Plated

- **No. HNVN74310/NBZP**
- wgt. 0.11kg

### Pin & Circlip, Zinc Plated

- **No. HNVN74310/PCZP**
- wgt. 0.09kg

---

For Gaskets see Page 047

---

Welwyn Garden City  Tel: +44 (0)1707 371161  Fax: +44 (0)1707 372603
Coseley: Tel: +44 (0)121 520 0100  Fax: +44 (0)121 522 3889
website: www.cbf.uk.com & www.flush-tech.com  e-mail: sales@cbf.uk.com
### Hinges & Components for the 74mm Range

Components for the 74mm range can be purchased in either complete sets or separate parts to allow many different configurations.

#### 74mm Range

**Stainless Steel**

**Hinge Sets Complete**

**Stainless Steel**

- **No. HNVN74310/HSSS**
  - Hinge Blade
  - Bracket
  - Stainless Nut & bolt

- **Complete Hinge Set comprising:**
  - 1 x 74310/HBSS Hinge Blade
  - 1 x 74310/BBSS Bracket
  - 1 x 74310/NBSS Stainless Nut & bolt

- **304G Stainless steel**
- **wgt. 1.21kg/set**

**Hinge Blade Only**

**Stainless Steel**

- **No. HNVN74310/ HBSS**
  - **wgt. 0.87kg**
  - **304G Stainless Steel**
  - **Nylon bushed**

**Pressed Bracket, Bolt On**

**Stainless Steel**

- **No. HNVN74310/BBSS**
  - **wgt. 0.22kg**
  - **304G Stainless Steel**

**U Bracket, Bolt On or Weld On**

**Stainless Steel**

- **No. HNVN74310/UBSS**
  - **wgt. 0.17kg**
  - **304G Stainless Steel**

**Bolt & Nut, 304G Stainless Steel**

- **No. HNVN74310/NBSS**
  - **wgt. 0.12kg**
  - **nylon ring**

**Pin & Circlip, 304G Stainless Steel**

- **No. HNVN74310/PCSS**
  - **wgt. 0.10kg**

---

**For Gaskets see Page 047**
HINGES

Commercial Body Fittings
7th Edition

Locker Hinge
Zinc Plated or Stainless Steel

No. HNVN460/ZP wgt. 0.34kg
Zinc plated mild steel
c/w Grease Nipple
304G Stainless Steel Pin

No. HNVN460/SS wgt. 0.34kg
304G Stainless Steel
c/w Grease Nipple
304G Stainless Steel Pin

Supplied with gasket set

 Locker Hinge
Zinc Plated or Stainless Steel

No. HNVN461/ZP wgt. 0.38kg
Zinc plated mild steel
c/w Grease Nipple
304G Stainless Steel Pin

No. HNVN461/SS wgt. 0.38kg
304G Stainless Steel
c/w Grease Nipple
304G Stainless Steel Pin

Supplied with gasket set

 Locker Hinge
Zinc Plated or Stainless Steel

No. HNVN5068/ZP wgt. 0.11kg
Zinc plated mild steel
304G Stainless Steel Pin

No. HNVN5068/SS wgt. 0.11kg
304G Stainless Steel
304G Stainless Steel Pin

 Locker Hinge
Stainless Steel

No. HNVN4025/SS wgt. 0.15kg
304G Stainless Steel
304G Stainless Steel Pin
MAINTENANCE-FREE HINGES

Made from steel section, pre-assembled with zinc plated hinge pin and Metalplast bushing

- Smooth operation
- 260° opening
- No lubrication required
- Robust & durable design

Applications
- Side lockers
- Toolboxes
- Small doors
- Acoustic enclosures

No. HNVN2939/064ZP
wgt. 0.16kg
Zinc Plated

No. HNVN2939/064BLK
wgt. 0.16kg
Zinc Plated/Black Painted
6.4mm fixing holes

No. HNVN2939/066ZP
wgt. 0.14kg
Zinc Plated

No. HNVN2939/066BLK
wgt. 0.14kg
Zinc Plated/Black Painted
6.4mm fixing holes

No. HNVN2939/068ZP
wgt. 0.11kg
Zinc Plated

No. HNVN2939/068BLK
wgt. 0.11kg
Zinc Plated/Black Painted
6.4mm fixing holes

Rubber Gaskets to suit above Hinges

No. HNVN2939/064GAS 70 x 70mm
- Protection between hinge and paintwork
- Vibration control
- Anti-corrosion advantages

No. HNVN2939/066GAS 70 x 35mm
No. HNVN2939/068GAS 35 x 35mm
HINGES

Tail Lift Hinge
Stainless Steel or Zinc Plated

- No. HNVN1210
  - Zinc plated steel
  - wgt. 3.32kg
  - complete with brackets & stainless steel pin

- No. HNVN1210SS
  - Polished stainless steel
  - wgt. 3.32kg
  - complete with zinc plated brackets & stainless steel pin

- Turns through 270°
- Designed for rear doors where tail lifts are fitted and doors recessed into rear frame

Rigid PVC Hinge

- Designed & manufactured for horizontal use only
- No. HNMSCBF200/25
  - Length: 2.5mtr
  - wgt. 1.25kg
- No. HNMSCBF200/30
  - Length: 3.0mtr
  - wgt. 1.50kg
- Uses include side flaps, lockers, coaches, horseboxes, recovery vehicles, toolboxes & catering trailers
- 180° opening
- Concealed fixings
- Easy to fit
- Waterproof seal
- Weatherproof and corrosion resistant
- Interlocking profile-security feature
- Low exterior profile
- Tested to 50,000 fully opening and closing actions (certification available)
HINGES

POLIALL
CONTINUOUS HINGE

Manufactured from 2 anodised aluminium profiles interlinked with black polyurethane allowing a 180° operation and maintenance free usage for many years. Suitable for both vertical and horizontal use.

- Available to suit 24mm & 29mm panel thickness
- Pre-drilled with 5mm holes
- Only 4.8mm protrusion
- Extremely robust
- Weather resistant

- Typical applications include Side Doors, Flaps, Lids etc.

Smooth Flange
to suit 24mm panel thickness

No. HNMS14391/2400 24 x 2400mm wgt. 3.00kg
No. HNMS14393/2700 24 x 2700mm wgt. 3.37kg
No. HNMS14395/3000 24 x 3000mm wgt. 3.75kg
No. HNMS14389/4000 24 x 4000mm wgt. 5.00kg

Smooth Flange
to suit 29mm panel thickness

No. HNMS23495/2400 29 x 2400mm wgt. 3.00kg
No. HNMS23496/2700 29 x 2700mm wgt. 3.37kg
No. HNMS23497/3000 29 x 3000mm wgt. 3.75kg
HINGES

Commercial Body Fittings
7th Edition

Continuous Hinge
Undrilled - Length: 1.83mtr

- Standard pattern
- Can be supplied pre-drilled on request
- Open Flat Type
- Other sizes and specifications available
- All Hinges manufactured to the following tolerance: ±1.0mm

<table>
<thead>
<tr>
<th>Stainless Steel</th>
<th>Material Thickness mm</th>
<th>Width closed mm</th>
<th>Pin dia mm</th>
<th>wgt kg (len)</th>
</tr>
</thead>
<tbody>
<tr>
<td>HNCN1606SS</td>
<td>1.50</td>
<td>22</td>
<td>3.2</td>
<td>1.00</td>
</tr>
<tr>
<td>HNCN1610SS</td>
<td>1.50</td>
<td>28</td>
<td>3.2</td>
<td>1.39</td>
</tr>
<tr>
<td>HNCN1618SS</td>
<td>1.50</td>
<td>33</td>
<td>6.0</td>
<td>1.96</td>
</tr>
<tr>
<td>HNCN1813SS</td>
<td>1.22</td>
<td>29</td>
<td>4.5</td>
<td>1.29</td>
</tr>
<tr>
<td>HNCN1816SS</td>
<td>1.22</td>
<td>32</td>
<td>6.0</td>
<td>1.63</td>
</tr>
<tr>
<td>HNCN1622SS</td>
<td>1.50</td>
<td>36</td>
<td>6.0</td>
<td>2.10</td>
</tr>
<tr>
<td>HNCN1626SS</td>
<td>1.50</td>
<td>43</td>
<td>4.5</td>
<td>2.30</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Aluminium</th>
<th>Material Thickness mm</th>
<th>Width closed mm</th>
<th>Pin dia mm</th>
<th>wgt kg (len)</th>
</tr>
</thead>
<tbody>
<tr>
<td>HNCN1816A</td>
<td>1.22</td>
<td>32</td>
<td>6.0</td>
<td>1.54</td>
</tr>
</tbody>
</table>

Zinc Plated

<table>
<thead>
<tr>
<th>Steel</th>
<th>Material Thickness mm</th>
<th>Width closed mm</th>
<th>Pin dia mm</th>
<th>wgt kg (len)</th>
</tr>
</thead>
<tbody>
<tr>
<td>HNCN1801ZP</td>
<td>1.22</td>
<td>16</td>
<td>3.2</td>
<td>0.71</td>
</tr>
<tr>
<td>HNCN1805ZP</td>
<td>1.22</td>
<td>22</td>
<td>3.2</td>
<td>0.96</td>
</tr>
<tr>
<td>HNCN1810ZP</td>
<td>1.22</td>
<td>25</td>
<td>4.5</td>
<td>1.25</td>
</tr>
<tr>
<td>HNCN1813ZP</td>
<td>1.22</td>
<td>29</td>
<td>4.5</td>
<td>1.35</td>
</tr>
<tr>
<td>HNCN1815ZP</td>
<td>1.22</td>
<td>32</td>
<td>4.5</td>
<td>1.44</td>
</tr>
<tr>
<td>HNCN1816ZP</td>
<td>1.22</td>
<td>32</td>
<td>6.0</td>
<td>1.68</td>
</tr>
<tr>
<td>HNCN1817ZP</td>
<td>1.22</td>
<td>33</td>
<td>6.0</td>
<td>1.79</td>
</tr>
</tbody>
</table>

Aluminium Material

<table>
<thead>
<tr>
<th>No.</th>
<th>Length mm</th>
<th>Cross Section mm</th>
<th>Pin dia mm</th>
<th>Wgt kg (len)</th>
</tr>
</thead>
<tbody>
<tr>
<td>HNMS10/080GN</td>
<td>80</td>
<td>12/14</td>
<td>7</td>
<td>0.07</td>
</tr>
<tr>
<td>HNMS10/100GN</td>
<td>100</td>
<td>14/16</td>
<td>8</td>
<td>0.10</td>
</tr>
<tr>
<td>HNMS10/120GN</td>
<td>120</td>
<td>16/18</td>
<td>9</td>
<td>0.17</td>
</tr>
<tr>
<td>HNMS10/135GN</td>
<td>135</td>
<td>18/22</td>
<td>12</td>
<td>0.30</td>
</tr>
<tr>
<td>HNMS10/150GN</td>
<td>150</td>
<td>20/25</td>
<td>13</td>
<td>0.40</td>
</tr>
<tr>
<td>HNMS10/180GN*</td>
<td>180</td>
<td>20/25</td>
<td>13</td>
<td>0.48</td>
</tr>
</tbody>
</table>

- Supplied with grease nipple
- Can be supplied without grease nipple to special order
- Brass washer
- Manufactured from solid profiles from self coloured steel
- Economy models available, flat ended, fixed washer

* Special Order only
**HINGES**

**1.5mm Mild Steel/Self Colour**

<table>
<thead>
<tr>
<th>No.</th>
<th>Size</th>
<th>Weight</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>HNMS1838/40PR</td>
<td>40 x 34mm</td>
<td>0.04kg/pr</td>
<td>1.5mm Mild Steel/Self Colour</td>
</tr>
<tr>
<td>HNMS1838/50PR</td>
<td>50 x 38mm</td>
<td>0.06kg/pr</td>
<td></td>
</tr>
<tr>
<td>HNMS1838/65PR</td>
<td>65 x 45mm</td>
<td>0.09kg/pr</td>
<td></td>
</tr>
<tr>
<td>HNMS1838/75PR</td>
<td>75 x 49mm</td>
<td>0.12kg/pr</td>
<td></td>
</tr>
<tr>
<td>HNMS1838/100PR</td>
<td>100 x 58mm</td>
<td>0.20kg/pr</td>
<td></td>
</tr>
</tbody>
</table>

**1.5mm Mild Steel/Zinc Plated**

<table>
<thead>
<tr>
<th>No.</th>
<th>Size</th>
<th>Weight</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>HNMS1838/75ZP/PR</td>
<td>75 x 49mm</td>
<td>0.12kg/pr</td>
<td>1.5mm Mild Steel/Zinc Plated</td>
</tr>
</tbody>
</table>

**Backflap Hinges**

<table>
<thead>
<tr>
<th>No.</th>
<th>Size</th>
<th>Weight</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>HNMS404/40PR</td>
<td>40 x 86 x 1.5mm</td>
<td>0.10kg/pr</td>
<td>Backflap Hinges, Self Colour Mild Steel</td>
</tr>
<tr>
<td>HNMS404/50PR</td>
<td>50 x 105 x 2.5mm</td>
<td>0.20kg/pr</td>
<td></td>
</tr>
<tr>
<td>HNMS404/65PR</td>
<td>65 x 140 x 2.5mm</td>
<td>0.42kg/pr</td>
<td></td>
</tr>
<tr>
<td>HNMS404/75PR</td>
<td>75 x 167 x 2.5mm</td>
<td>0.60kg/pr</td>
<td></td>
</tr>
</tbody>
</table>

**Coach Hinges**

<table>
<thead>
<tr>
<th>No.</th>
<th>Size</th>
<th>Weight</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>HNMS300/50</td>
<td>50 x 90mm</td>
<td>0.17kg</td>
<td>Coach Hinges, Heavy Duty 3.7mm Self Colour Mild Steel</td>
</tr>
<tr>
<td>HNMS300/75</td>
<td>50 x 140mm</td>
<td>0.24kg</td>
<td></td>
</tr>
<tr>
<td>HNMS300/100</td>
<td>50 x 190mm</td>
<td>0.31kg</td>
<td></td>
</tr>
</tbody>
</table>

**Lift-Off Hinges**

<table>
<thead>
<tr>
<th>No.</th>
<th>Size</th>
<th>Weight</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>HNMS226/LH</td>
<td>Left Hand 100mm</td>
<td>0.17kg/pr</td>
<td>Lift-Off Hinges, 3mm Self Colour Mild Steel</td>
</tr>
<tr>
<td>HNMS226/RH</td>
<td>Right Hand</td>
<td>0.17kg/pr</td>
<td></td>
</tr>
</tbody>
</table>

**Coffin Hinges**

<table>
<thead>
<tr>
<th>No.</th>
<th>Size</th>
<th>Weight</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>HNMS2202/UD</td>
<td>Undrilled 115 x 63mm</td>
<td>0.20kg</td>
<td>Coffin Hinges, 3mm Self Colour Mild Steel</td>
</tr>
</tbody>
</table>

**Tee Hinges**

<table>
<thead>
<tr>
<th>No.</th>
<th>Size</th>
<th>Weight</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>HNMS909/100</td>
<td>100mm</td>
<td>0.12kg/pr</td>
<td>Tee Hinges, 1.75mm Black Painted Mild Steel</td>
</tr>
<tr>
<td>HNMS909/150</td>
<td>150mm</td>
<td>0.16kg/pr</td>
<td></td>
</tr>
</tbody>
</table>
### Eyebolt

**Forged Steel/Self Colour**

- **No. AEYE320/20**
  - Weight: 0.27kg
  - Drilled for 20mm bar

- **No. AEYE320/25**
  - Weight: 0.22kg
  - Drilled for 25mm bar

**Forged Steel/Zinc Plated**

- **No. AEYE209/12**
  - Weight: 0.11kg
  - Eye: 12mm
  - Shank: 10mm dia.
  - C/w Nyloc nut

- **No. AEYE314**
  - Weight: 0.12kg
  - Drilled for 20mm bar
  - Shank: 12mm dia.
  - C/w Nyloc nut

### Eyeplate

**Self Colour or Zinc Plated**

- **No. AEYE70/05SC**
  - Weight: 0.28kg
  - A = 5mm

- **No. AEYE70/05SC**
  - Weight: 0.33kg
  - A = 6mm

- **No. AEYE70/06SC**
  - Weight: 0.28kg
  - A = 5mm

- **No. AEYE70/06SC**
  - Weight: 0.33kg
  - A = 6mm

- **No. AEYE70/05ZP**
  - Weight: 0.28kg
  - A = 5mm

- **No. AEYE70/06ZP**
  - Weight: 0.33kg
  - A = 6mm

**Self Colour or Zinc Plated**

- **No. AEYE11/06SC**
  - Weight: 0.34kg
  - A = 6mm
  - B = 30mm

- **No. AEYE11/06SC**
  - Weight: 0.58kg
  - A = 8mm
  - B = 40mm

- **No. AEYE11/06ZP**
  - Weight: 0.34kg
  - A = 6mm
  - B = 30mm

- **No. AEYE11/06ZP**
  - Weight: 0.58kg
  - A = 8mm
  - B = 40mm

**Eyeplate with Steel Bush**

- **Aluminium**
  - **No. AALL3113**
    - Weight: 0.22kg
    - A = 9.5mm
**HINGES & GUDGEONS**

**Hinge/Gudgeon Set**

**Medium Duty**

No. ALEV909/910ZP  
Gudgeon, Hinge & Backplate  
zinc plated  
wgt. 0.64kg/set

- Complete with fitting kit comprising: 4 bolts, 2 nyloc nuts, 4 flat washers & 2 spring washers
- Suits most aluminium hollow plank sections.

**Zinc Plated / Heavy Duty**

No. ALEV940/941ZP  
Gudgeon, Hinge & Backplate  
zinc plated  
wgt. 0.79kg/set

- Complete with fitting kit comprising: 4 bolts, 2 nyloc nuts, spring washers & hinge backplate
- Suits most aluminium hollow plank sections.

No. ALEV906/907ZP  
Gudgeon, Hinge & Backplate  
zinc plated  
wgt. 0.70kg/set

- Complete with fitting kit comprising: 4 bolts, 2 nyloc nuts, 2 spring washers & hinge backplate
- Suits most aluminium hollow plank sections.
**Hinges & Gudgeons**

**Safety Sideboard Hinge**

No. ATBF6540  Hinge & Hinge Hook  wgt. 0.29kg/set  
Hinge: weld on / self colour  
Hinge Hook: bolt on / galvanized

- Secures steel/alloy sideboards from unintentional unhinging  
- Customs approved

---

**Straight Hinges**  
12mm Eye

**Self colour finish**

<table>
<thead>
<tr>
<th>No.</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>wgt.</th>
</tr>
</thead>
<tbody>
<tr>
<td>AHNG4/18306SC</td>
<td>450 x 30 x 6mm</td>
<td>0.66kg</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG4/18408SC</td>
<td>450 x 40 x 8mm</td>
<td>1.29kg</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG4/20408SC</td>
<td>500 x 40 x 8mm</td>
<td>1.33kg</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG4/24408SC</td>
<td>600 x 40 x 8mm</td>
<td>1.72kg</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG4/30408SC</td>
<td>760 x 40 x 8mm</td>
<td>1.97kg</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Zinc plated finish**

<table>
<thead>
<tr>
<th>No.</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>wgt.</th>
</tr>
</thead>
<tbody>
<tr>
<td>AHNG4/18306ZP</td>
<td>450 x 30 x 6mm</td>
<td>0.66kg</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG4/18408ZP</td>
<td>450 x 40 x 8mm</td>
<td>1.29kg</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG4/24408ZP</td>
<td>600 x 40 x 8mm</td>
<td>1.72kg</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG4/30408ZP</td>
<td>760 x 40 x 8mm</td>
<td>1.97kg</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

See page 60 for gudgeon pins

---

**Short Hinges**  
12/16mm mm Eye

**Self colour finish**

<table>
<thead>
<tr>
<th>No.</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>wgt.</th>
</tr>
</thead>
<tbody>
<tr>
<td>AHNG2/306SC</td>
<td>50 x 30 x 6mm x 12mm eye</td>
<td>0.14kg</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG2/408SC</td>
<td>50 x 40 x 8mm x 12mm eye</td>
<td>0.25kg</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG2/70408SC</td>
<td>70 x 40 x 8mm x 12mm eye</td>
<td>0.27kg</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG121/306SC</td>
<td>150 x 30 x 6mm x 12mm eye</td>
<td>0.27kg</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG121/408SC</td>
<td>150 x 40 x 8mm x 12mm eye</td>
<td>0.51kg</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG121/40816SC</td>
<td>150 x 40 x 8mm x 16mm eye</td>
<td>0.51kg</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Zinc plated finish**

<table>
<thead>
<tr>
<th>No.</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>wgt.</th>
</tr>
</thead>
<tbody>
<tr>
<td>AHNG121/306ZP</td>
<td>150 x 30 x 6mm x 12mm eye</td>
<td>0.27kg</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>AHNG121/408ZP</td>
<td>150 x 40 x 8mm x 12mm eye</td>
<td>0.51kg</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

See page 60 for gudgeon pins

---

**058**

Welwyn Garden City  Tel: +44 (0)1707 371161  Fax: +44 (0)1707 372603  
Coseley: Tel: +44 (0)121 520 0100  Fax: +44 (0)121 522 3889  
website: www.cbf.uk.com & www.flush-tech.com  e-mail: sales@cbf.uk.com
Alloy Hinge - Weld On Steel Bush

No. AALL1054  To suit 12mm gudgeon
wgt. 0.26kg

TIR Hinge Block - Weld On Self Colour

No. AHNG713  12mm eye
wgt. 0.19kg

Hinge - Weld On Self Colour

No. AHNG324  16mm eye
wgt. 0.44kg

Hinge - Weld On Self Colour

No. AHNG120  12mm eye  A = 146  B = 40mm
wgt. 0.45kg
No. AHNG120A  12mm eye  A = 200  B = 40mm
wgt. 0.57kg

Hinge - Weld On Self Colour

No. AHNG119/12  A = 12mm eye
wgt. 0.53kg

Hinge - Weld On Self Colour

No. AHNG119/16  A = 16mm eye
wgt. 0.50kg

Hinge Tubes
Self Colour Mild Steel

No. AMSC330/12  A = Hole dia. 12mm  B = 38mm
wgt. 0.11kg
No. AMSC330/16  A = Hole dia. 16mm  B = 38mm
wgt. 0.18kg

For Vehicle Conspicuity Tape see page 211
HINGES & GUDGEONS

Gudgeon - Bolt On
Heavy Duty/Self Colour

No. AROP22/16  Heavy Duty  Self colour
wgt. 0.28kg

Gudgeon - Bolt On
Self Colour or Zinc Plated

No. AROP22/STSC  Standard  Self colour
wgt. 0.17kg
No. AROP22/STZP  Standard  Zinc plated
wgt. 0.17kg

Gudgeon - Bolt On
Long Peg/Self Colour

No. AROP22/LP  Long Peg unslotted  Self colour
wgt. 0.18kg
No. AROP22/LPS  Long Peg slotted  Slot: 16 x 5mm  Self colour
wgt. 0.17kg

Gudgeon - Weld On
Standard/Self Colour

No. AROP21/ST  Standard  Self colour
wgt. 0.14kg

Gudgeon - Weld On
Heavy Duty/Self Colour

No. AROP21/16  Heavy Duty  Self colour
wgt. 0.20kg

Gudgeon - Weld On
Long Peg/Self Colour

No. AROP21/LP  Long Peg unslotted  Self colour
wgt. 0.15kg
No. AROP21/LPS  Long Peg slotted  Slot: 16 x 5mm  Self colour
wgt. 0.14kg

Gudgeon - Weld On
Long Peg/Self Colour

No. AROP21/LPN  Long Peg  Self colour  c/w threaded peg & nyloc nut
wgt. 0.17kg

> Security feature

CBF reserve the right to alter and amend product specifications without prior notice.

All specifications, weights and dimensions printed in this catalogue are intended as a guide only.

Any fixings therefore should not be determined until the relevant goods are received on site.